











€D Seat Wall Section
at Concrete Paving
1” = 1! -u"
0" 172" 1"

NOTE:

NOTE:

3" PRECAST CONCRETE
1. RECESSED WALL LIGHT SPACED 4' O.C. cAP
FACING PAVED SURFACE, BY OTHERS.
2. LIGHT TO WASH |
DOWNWARD. |
RECESSED WALL LIGHT ON PAVING
A SIDE
2 w
MORTAR JOINT AND
/ SETTING BED
3" THICK GLACIAL ERRATIC STONE
) VENEER-ASHLAR PATTERN
EXPANSION JOINT
LANDSCAPE
AREA CONCRETE PAVING
SIDEWALK , 4" MIN.
COLOR: STANDARD GREY

ECTI

ELECTRICAL CONDUIT TO BE
CONNECTED TO DEVELOPER'S
BUILDING FOR POWER SOURCE

6" COMPACTED ROADBASE,

P.I.P. CONCRETE WALL PROVIDE —J
SHOP DRAWINGS TO THE CITY FOR
APPROVAL PRIOR TO CONSTRUCTION

1. SEE PLAN FOR LAYOUT

@ Planter Curb
1” = 1’ -u"
0" 1/2" 1"

COLORED CONCRETE
PAVING, SEE PLAN FOR
TYPE

SECTION

CONFIRM WITH SOILS ENGINEER
UNDISTURBED SOIL

GLACIAL ERRATIC BOULDER

SIZE VARIES

VARRIES

NOTE:

1. RECESSED WALL LIGHT SPACED 4' O.C.
FACING PAVED SURFACE, BY OTHERS.

2. LIGHT TO WASH
DOWNWARD.

€D Seat Wall Section
at Stone Paving

1-10"

/

o

|
Z

LI ]

-]

/

3" PRECAST CONCRETE

RECESSED WALL LIGHT ON PAVING
SIDE

MORTAR JOINT AND

SETTING BED

3" GLACIAL ERRATIC STONE VENEER
ASHLAR PATTERN

SAND STONE PAVING
+/- 1-1/2" SAND SETTING BED

W/ | BAG OF CEMENT /CY
OF SAND

75

P.I.P. CONCRETE WALL PROVIDE =
SHOF DRAWINGS TO THE CITY FOR

APPROVAL PRIOR TO CONSTRUCTION

1 ” _ 1 ’ '0”
0" 12" 1"
FINISHED GRADE OF
PLANTER VARIES
TOP OF CURB ELEVATION
TO REMAIN LEVEL
6" WIDE P.I.P CONCRETE CURE
W SMOOTH FINISH, STANDARD
GRAY COLOR
/ 1" RADIUS
% /— EXPANSION JOINT
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SOILS ENGINEER

UNDISTURBED SOIL

6" COMPACTED ROAD
BASE, CONFIRM WITH

ELECTRICAL CONDUIT TO BE
CONNECTED TO DEVELOPER'S
BUILDING FOR POWER SOURCE

6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER

UNDISTURBED SOIL
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NOTE:

1. THE TOP OF WALL ELEVATION I3 TO BEE MEASURED
(1-8") FROM THE SHORTEST WALL SECTION.

PRECAST CONCRETE CAP
PLANTER WALL BELOW
R BRI MNP | A SEE PLAN FOR PAVING
TYPE
R e s svose "0
BED W/ 1 BAG OF CEMENT/
e . R ] e VARIES VARIES / CY OF SAND
2 2 . . a SEE LAYOUT PLAN CONCRETE FAMP.,
PLAMN COLOR: STANDARD
PRECAST CONCRETE CAP
TOP OF WALL ELEVATION
TO REMAIN LEVEL
1/2* MORTAR JOINT
P.LP. CONCRETE WALL WITH 3*
____________________________________________ GLACIAL ERATIC STONE
VENEER
I I I
= CONCRETE PAVING BAND 4" MIN, CAST IRON DETECTABLE
E @ COLOR: STANDARD GREY WARNING PLATE FLUSH
Seat Wall 2« i ¢ g Cast Iron : WITH PAVEMENT SURFACE
o < 6" BEHIND FLOW LOW LINE
»_ 47 A" - = Detectable EXPASION JOINT
1I2 - 1 -u BETWEEN PAVING BAND
: AND BUILDING, WALLS ,
o e e 1 - 6" COMPACTED ROAD
VARIES, SEE PLAN Warni ng Plate AND EXISTING OR BASE, CONFIRM WITH
| u | w_ 1 PROPOSED PAVING SOILS ENGINEER
ELEVATION " =1-0
ELEVATION UNDISTURBED SOIL
o 38 3 SECTION
16"
_-— T e
_ {4)5/8"x3' ANCHOR &l
5 ‘ BOLTS 4
i NOTES: 2" IN PVC & 3/4" IN EMT MUST BE
2 LIGHT FIXTURE
/ 1. PEDESTRIAN LIGHT FICTURE AND GROUPED IN A 7* CENTERED CIRCLE \x o=
POLE PER CITY OF STEAMBOAT 2" IN SCHEDULE 40 PVC DUCT —
SPRINGS STANDARDS. (WIRE INLETS) _RR‘“% oo l‘]
= 1 Ciew
] 2. STREET SIGNS AND BANMERS PER 34" EMT CONDUIT SLEEVE FOR — Q D — =
= CITY OF STEAMBOAT SPRINGS . T LD
" STANDARDS. 10' GROUND ROD -x.\ =] // y
DECORATIVE ARMS CONCRETE FOOTING MUST BE ———_| -~
LEVEL & FLUSH WITH PAVING
PLAN
EXPANSION JOINT
CONCRETE PAVING, 47
N o / MIN.
3 g /7 g
- o =| =]
3 : 6" COMPACTED ROAD BASE,

CONFIRM WITH SOILS ENGINEER

239"

{H--"‘_ (4) 5/8"x3™ ANCHOR BOLTS

| 2" SCHEDULE 40 PVC DUCT
== /_ (REQUIRED WIRE INLETS)

LIGHT POLE
/ LIGHT FIXTURE i
DECORATIVE BASE

3g"

@ Pedestrian nght o LIGHT POLE @ nght Fixture Base
3’8” =1 ’ _un - / DECORATIVE BASE on CO nc rete ! g;oih;TDCR%NDDUlT SLEEVE FOR 10
n " " =1 -0" - | CONCRETE 3000 PS| @ 28 DAYS
0 3/8 3/ = 1 -0 3/4 AGGREGATE. SUE%!IT SHOP DRAWINGS TO

H H 0" 1/2" 1" e RN CITY FOR APPROVAL PRIOR TO INSTALLATION

SECTION

Downtown CITY OF STEAMBOAT SPRINGS CITY OF STEAMBOAT SPRINGS
STREET LIGHT STANDARD PEDESTRIAN LIGHT STANDARD

Streetscape
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(4)5/8"x3 ANCHOR o
BOLTS _\
2° IN PVC & 3/4" IN EMT MUST BE

GROUPED IN A 7* CENTERED CIRCLE \

P
2" IN SCHEDULE 40 PVC DUCT \ _
(WIRE INLETS) _\X 2% N |
! B :f 7] MATERIAL & CONCRETE SPLASH
34" EMT CONDUlIT SLEEVE FOR _‘—-—-—-_.___E___ =] _,f Lo UNDERTREATMENT TYPE BAND, 4™ MIN.
10' GROUND ROD £l VARIES SEE PLAN COLOR: STANDARD GREY
CONCRETE FOOTING MUST BE ————_| - —= VARIES 2 EXPANSION JOINT

LEVEL & FLUSH WITH PAVING

£/,

CONCRETE PAVER SIDEWALK

+/- 1-1/2" SAND SETTING BED W/ 1
BAG OF CEMENT / CY OF SAND

6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER

(4) 5/8"x3"™ ANCHOR BOLTS

2" SCHEDULE 40 PVC DUCT
(REQUIRED WIRE INLETS)

39"

(® Light Fixture Base
on Pavers
17=1-0"

|  ————— 3/4" EMT CONDUIT SLEEVE FOR 10°
GROUND ROD @ Splash Curb

| CONCRETE 3000 PS| @ 28 DAYS 1" = 1’ '0"
3/4 AGGREGATE. SUBMIT SHOP DRAWINGS TO
CITY FOR APPROVAL PRIOR TO INSTALLATION

6" COMPACTED ROAD
BASE, CONFIRM WITH
SOILS ENGINEER

0" 172" 1"

0" 1/2" 1" - 0 m SECTION
m secnon |

UNDISTURBED SOIL

NOTES:

1. PROVIDE EXPANSION JOINTS BETWEEN CONCRETE PAVING BAND
AND BUILDINGS, EXISTING WALKS, STEPS, OR PLANTER WALLS.

R.O.W. OR PAVEMENT

EDGE ROAD

R.O.W., FACE OF BUILDING OR

EDGE OF EXISTING PAVING, TYP. CONCRETE PAVING, 4 * MIN.

+/- 1-1/2" SAND SETTING BED WITH 1 COLOR: STASNDARD GREY
BAG OF CEMENT MIX/CY OF SAND
VARIES VARIES

CONCRETE PAVER
TYPE VARIES

CONCRETE CURB

CONCRETE DRIVEWAY RAMP
COLOR: STANDARD GREY

VARIES
SEE
LAYOUT

VARIES -SEE LAYOUT PLAN

@ Concrete Paver @ Concrete Driveway UX1E@2E0C. 6" COMPACTED ROAD BASE,
Sid Ik CONFIRM WITH SOILS ENGINEER
" _ 17 _@y”
idewa CONCRETE PAVING BAND, 6" COMPACTED ROADBASE, 38" =1-0 CONCRETE PAVING BAND UNDISTURBED SOHL

12" =1 -0 & MIN, CONFIRM WITH SOILS ENGINEER . . .

=0T 0 3/8" 3/4 EXPANSION JOINT BETWEEN ALL

- J UNDISTURBED SOIL DRIVEWAYS AND EXISTING OR

[ 14 1z 1
m SECTION ST | | | | PROPOSED PAVING SURFACES

SECTION

Downtown
Streetscape
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@ Concrete Paving
Band and Joint

Details
1" = 1! _n”
0" 172" 1"

@ Crosswalk

38" =1 -0”

0" 3/8"  3/4"

|

Downtown
Streetscape

Revitalization
Steamboat Springs Colorado

NOTE:
SLOPE VARIES TO MATCH

BUILDING, 2% RECOMMEN7

R.O.W. LINE.

EXPASION JOINT ADJACIENT
TO BUILDING, WALLS, AND
EXISTING OR PROPOSED
PAVING, TYP.

BUILDING FACE, TYP.

ADJJST OUTSIDE EDGE OF PAVING
BAND TO ACCOMODATE VARIED
LOCATION OF BUILDING FACE.

’ el <L I
g

NOTED

R.O.W.
UNLESS

18", TYP
FROM

VARIES

2'-6", TYP. /

CONCRETE BAND PLAN
SCALE: 112 10"

INSIDE EDGE OF PAVING BAND IS TO BE PARALLEL WITH
R.O.W. UNLESS OTHERWISE NOTED ON THE LAYOUT PLAN,

CONTROL JOINT, TYP.

TOOLED CONTROL JOINT, TYP.

CONCRETE PAVING BAND,
4" MIN,

6" COMPACTED ROAD BASE, ___.——-—-—i;’ %
CONFIRM WITH SOILS ENGINEER

UNDISTURBEDSOIL. ————— |

CONTROL JOINT SECTION

CONCRETE PEDESTRIAN

V{RAMP

| 2' WIDE CAST IRON

I~ 6"BEHIND FLOW LINE

J :

- GONCRETE CURB

AND GUTTER

\— ASPHALT PAVING

2

—— "~ COLORED CONCRETE
. TYPEA
sttn R DAVIS COLOR: BAJA RED

I
1l
|

: " . CONCRETE PAVING
g COLOR: STANDARD GREY

20"

30"

B0

STAMPED CONCRETE
/_ DAVIS COLOR: SANDSTONE

r DETECTABLE WARNING PLATE

4 STAMPED CONCRETE
DAVIS COLOR:
— SANDSTONE

STANDARD GREY
CONCRETE
PEDESTRIAN RAMP

2' WIDE CAST IRON
DETECTABLE
WARNING STRIP

6" FROM FLOW LINE

: CONCRETE CURB
! I | ; AND GUTTER
8 \ CONCRETE OR AS
5 DETERMINED BY CDOT
4 I ] [ | coLorep concrere Tvre A
g e T DAVIS COLOR: BAJA RED
@ CDOT Crosswalk 1 |
1 =1 0" e e
4'-0" |
AN 2.0° 80" 20"
NOTES:
1. SEE CDOT SPECIFICATIONS FOR INFORMATION
PERTAINING TO COLORED CONCRETE.
STANDARD GREY CONCRETE
PAVING, 8" MIN.
COLORED CONCRETE
PAVING TYPE A, 8™ MIN,
DAVIS COLOR: BAJA RED
20" 80" 20"

@) CDOT Crosswalk

Section
1" = 1! _n”
0" 12" 1"

SECTION

Details | STEAMBOAT SPRINGS DOWNTOWN STREETSCAPE DESIGN GUIDELINES

6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER

UNDISTURBED SOIL



NOTES: NOTES:
1. SEE CDOT SPECIFICATIONS FOR INFORMATION 1. PROVIDE EXPANSION JOINTS BETWEEN CONCRETE PAVING

PERTAINING TO COLORED CONCRETE. AND BUILDINGS, EXISTING WALKS, STEPS, OR PLANTER
WALLS,

R.O.W., FACE OF BUILDING OR

EDGE OF EXISTING PAVING
CONCRETE PAVING, 4" MIN.
COLOR: STANDARD GREY
STANDARD GREY CONCRETE W/ LIGHT BROOM FINISH
PAVING, 8" MIN. VARIES
COLORED CONCRETE /

PAVING TYPE A, 8 MIN. I P e T e S e e e R
DAVIS COLOR: BAJA RED e A o Lo dt W D e R
8-0" 2-0°

LET R R T
. OARRRRRRRAGIRXRY ZHA

6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER

@ Crosswalk @ Concrete

i idewalk
Section Sidewa UNDISTURBED SOIL
112" =1 -0" I =1-0"
EXPANSION JOINT
6" COMPACTED ROAD BASE, ) )
o u - CONFIRM WITH SOILS ENGINEER o" 3" 34" 1172

SECTION SECTION
GHFTURAEH SOIL m sl

CONCRETE PAVERS
TYPEB

+/- 1-1/2° SAND SETTING BED
W/ 1 BAG OF CEMENT / CY
okl EXPANSION JOINT

STAMPED CONCRETE, 4" MIN.
DAVIS COLOR: SANDSTONE

CONCRETE PAVING, 4" MIN.
COLOR: STANDARD GREY

STAMPED CONCRETE, 4" MIN.
DAVIS COLOR: SANDSTONE

V ‘\'« W N \“'\\\'\"\“\‘\"‘ '\’ﬁ N \"\ o -‘\‘ «
NI .

@ Stamped Concrete

at Concrete Paving
6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER 3/4» = 1; _nn

@ Stamped Concrete
at Concrete Pavers
34" =1 -0”

" " " . UNDISTURBED SOIL " " " .
0 3/8 314 11/2 SECTION 0 3/8 314 11/2

6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER

UNDISTURBED SOIL

Downtown
Streetscape
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Revitalization
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CONCRETE PAVING TYPE B, 4" MIN.
DAVIS COLORI GREEN SLATE

W/ LIGHT BROOM FINISH

SANDSTONE PAVING

+/- 1-1/2° SAND SETTING
BED W/ 1 BAG CEMENT /
CY OF SAND

Stone Paving at
Concrete Paving
17=1-0"

o 12 1"

SECTION

PLANT SO CROWN IS 2"
ABOVE SURROUNDING
BACKFILL MIX

TREE GRATE AND FRAME
TYPE VARIES SEE PLAN

10" DEEP PEA GRAVEL SEE
SPECS. KEEP WITHIN 1/2*
FROM BOTTOM OF GRATE

PAVEMENT SEE PLAN
6" COMPACTED

SUBGRADE. CONFIRM
WITH SOILS ENGINEER

Deciduous Tree
T FERTILIZER TABLETS
Plantlng in Tree  sackriL mix: s6% IMPORTED —— -7 "

6" COMPACTED ROAD BASE,
CONFIRM WITH SOILS ENGINEER

UNDISTURBED SOIL

COVER TRUNK WITH TREE WRAP

BACK OF CURB

CUT AND REMOVE AT LEAST THE
TOP 50% OF THE WIRE BASKET
AND TURN DOWN THE BURLAP
AFTER THE ROOT BALL HAS BEEN
STABILIZED IN THE PIT. MAKE
SURE ALL ROPE IS REMOVED
FROM AROUND THE TRUNK.

SCARIFY SIDES OF HOLE PRIOR
TO BACKFILLING

SCREENED TopSOIL (T e nE L
Grate NECESSARY AMENDMENTS PER oo bl
ANALYSIS) AND 33% ?
1127 =1 -0" ORGANIC COMPOST
SECTION

o 104" g 1

T

2'x3’ Sandstone
Stepping Stones
1I2" = 1! _n”

o 104" g L

S

@ Tree Lawn Section
1I2" = 1! _n”

o 104" g L

S

SIDEWALK, 4" MIN.
COLOR: STANDARD GREY

1-2° EQUAL EQUAL 12" z

CONCRETE SPLASH CURB,
/ 4" MIN,
COLOR: STANDARD GREY

4"X2'X3' RECTANGULAR
BUFF SANDSTONE
STEPPING STONES

6" COMPACTED ROAD
BASE, CONFIRM WITH
SOILS ENGINEER

1-1/2°-2" SAND SETTING
BED

SECTION
UNDISTURBED SOIL

TREE - SEE DECIDUOUS
TREE PLANTING DETAIL

LANDSCAPE AREA
SEE PLAN

CONCRETE SPLASH CURB
COLOR: STANDARD GREY

CONCRETE CURB

BACKFILL MIX: 66%

SCREENED
2 X ROOT BALL IMPORTED TOPSOIL & COMPACTED
WIDTH, MIN, (AMENDED PER SUBGRADE, CONFIRM
ANALYSIS) AND 33% WITH SOILS ENGINEER
ORGANIC COMPOST

SECTION UNDISTURBED SOIL

Details | STEAMBOAT SPRINGS DOWNTOWN STREETSCAPE DESIGN GUIDELINES



(2) 12" X 1 1/2" NYLON/COTTON WEAVE TIES
WITH 3/4" GROMMETS AND 12 GUAGE WIRE
FASTENED. WRAP OTHER END OF WIRE
AROUND STAKE AND TWIST TO SECURE.

COVER TRUNK WITH TREE WRAP -
4" BROWN CREPE PAPER.

(2) 2" LODGEPOLE PINE STAKES. ALIGN
STAKES PARALLEL W/ ROAD/WALKS OR
PARALLEL W/ DIRECTION OF PREVAILING
WIND. ALL STAKES TO BE CONSISTANT.
COORDINATE W/ OWNER'S REPRESENTATIVE
NOT REQUIRED IN TREE GRATES.
PLANT SO CROWN IS 2" ABOVE
/ SURROUNDING FINISH GRADE.

REMOVE PLANT FROM CONTAINER OR W/ B&B
MATERIAL, REMOVE WIRE BASKET FROM ROOT BALL
AND PEEL BACK BURLAP AFTER 2/3 BURIED IN PIT.

PLANT CROWN AT 2" ABOVE FINISHED GRADE.

3" DEEP MULCH, WHERE APPLICABLE.

COVER 3" DEEP W/ MULCH.
wle EASE BACK SLOPE ON UPHILL SIDE, WHERE
% 552 EASE BACK SLOPE ON UPHILL SIDE APPLICABLE.
i ; é 5 ) / WHERE APPLICABLE.
= z 3" HIGH WATER RETENTION BERM EXCEPT IN
o -
335 & - T e RETENTION BERM IN NON- DRIP IRRIGATED AREAS, REMOVE AT END OF
Jym b~ 1 : MAINTENANCE PERIOD.
==L =] === CUT AND REMOVE AT LEAST THE TOP 50% OF
=[II=lIHHIH- —H———T’:T‘_#’— THE WIRE BASKET, AND TURNDOWNTHE el =
=== : == BURLAP AFTER THE ROOT BALL HAS BEEN
E=11EIE: B —] STABLIZED IN THE PIT. MAKE SURE ALL IE SCARIFY SIDES OF HOLE PRIOR TO PLANTING,
[ e[| [T ROPE IS REMOVED FROM AROUND THE TRUNK. A=
: HIEETET I—IJJ:-I P~ ; B .
— SCARIFY SIDES OF HOLE PRIOR TO =1IE B BACK FILL MIX: 66% SCREENED IMPORTED
@ Deciduous Tree =TT EACKFILLING Shrub Plantmg T=TI=T11 TOPSOIL (AMENDED PER ANALYSIS) AND 33%
1 , w_ 4 7 e T e e e e e e ORGANIC COMPOST
Plantlng and 5|2 BACKFILL MIX: 66% SCREENED IMPORTED 112"=1-0 .ﬂ |—| ||J ||ﬂ T=il] I i
Staki == TOPSOIL (AMENDED PER ANALYSIS) AND 33% ™ T e FOOT-TAMPED COMPACTED BACK FILL UNDER
taking 1-0" 2 X ROOT BALL ORGANIC COMPOST o i 2 X ROOT BALL ROOT BALL TO ELIMINATE SETTLING,
MIN. WIDTH, MIN. H H
” ’ 99 . WIDTH, MIN
1 =1 -0 UNDISTRUBED SOIL. UNDISTURBED SUBSOIL,
" " " " M
0" 1/4" 1/2 1 SECTION
TURF GRASS MULCH
FINISHED GRADE
L0
_| | =
1=
1/8" X 4" RYERSON
STEEL EDGING
COLOR: BLACK
Steel Edai OR DARK GREEN NOTES:
ee g l n g 1. FINISHED GRADE FOR S0D TO BE 1/2" BELOW
" _ 41 _qn 15" STEEL STAKE TOP OF EDGING.
18" =1"-0 SPACED AT 30" O.C.
2. FINISHED GRADE FOR MULCH TO BE 1 1/2*
0" 1!4« 1,"2” 1 " BELOW TOP OF EDGING,
SECTION 3. TAMPER MULCH AT EDGING SO THAT IT DOES

NOT SPILL INTO TURF.

Downtown

Streetscape
STEAMBOAT SPRINGS DOWNTOWN STREETSCAPE DESIGN GUIDELINES | Details , Revitalization

Steamboat Springs Colorado



2

Downtown
Streetscape

Revitalization
‘Steamboat Springs Colorado

PLANTING NOTES:

I. All plantings are subject to the review and approval of the Director of Parks, Open Space & Recreational

Services or his/her designee prior to their ordering and placement.

PLANTING

DECIDUOUS TREES ORNAMENTAL TREES

Symbol Botanic / Common Names Size Spacing Symbol Botanic / Common Names Size Spacing

FP Fraxinus pennsylvanica ‘Cimmzam’ 3” cal. As Shown AG Acer ginnala ‘Flame’ 6’ Clump As Shown
Cimmaron Green Ash Amur Maple

GTI Gleditsia triacanthos ‘Tmpcole’ 37 cal. As Shown CI Cractegus crus-galli var. inermis 6’ Clump As Shown
Imperial Honeylocust Thornless Cockspur

GTS Gleditsia triacanthos ‘Skycole’ 37 cal. As Shown MS Malus x ‘Spring Snow’ 6’ Clump As Shown
Sunburst Honeylocust Spring Snow Crabapple



DECIDUOUS & EVERGREEN SHRUBS

Symbol Botanic / Common Names Size Spacing Symbol Botanic / Common Names Size Spacing

BT Berberis thunbergii 5 Gal. 3 o.c. RNW Rosa x Nearly Wild’ 5 Gal 3 o.c.
Crimson Pigmy Barberry Globe Spruce

CD Caryopterys x clandonensis ‘Dark Knight’ 5 Gal. 3 o.c. SBL Spirea x bumalda ‘Limemound’ 5 Gal 3 o.c
Dark Knight Spirea Limemound Spirea

PEA Perovskia atriplicifolia ‘Little Spire’ 5 Gal. 3 o.c.

Sunburst Honeylocust

PPG Picea pungens ‘Globosa’ 5 Gal 4’ o.c.
Globe Spruce

PERENNIALS & ORNAMENTAL GRASSES

Symbol Botanic / Common Names Size Spacing Symbol Botanic / Common Names Size Spacing

ACM Achillea ‘Moonshine’ 1 Gal. 18" o.c. LAA Lavandula angustifolia ‘Hidcote’ 1 Gal 18 o.c.
Moonshine Yarrow White Coneflower

COM Coreapsis verticillata ‘Moonbeam’ T Gal. 18” o.c. NBW Nepeta ‘Blue Wonder’ 1 Gal 18” o.c.
Moonbeam Coreopsis Blue Wonder Catmint

DEL Delosperma nubigenum 1 Gal. 12”7 o.c. PPM Penstemon pinifolius ‘Mersea Yellow’ 1 Gal 18” o.c.
Yellow Ice Plant Yellow Pine-Leaf Penstemon

ECW Echinacea purpurea ‘White Swan’ 1 Gal 18” o.c. PVS Panicum virgatum ‘Shenandoah’ 1 Gal 36" o.c.
White Coneflower Shenandoah Switch Grass

GAL Guara lindheimeri I Gal 18" o.c. TEC Teucrium chamacdrys 1 Gal 18" o.c.
Whirling Butterflies Germander

HES Helictotrichon sempervirens 1 Gal 30” o.c. VCR Veronica reavis ‘Crystal River’ 1 Gal 18" o.c.
Blue Avena Oat Grass Crystal River Veronica

KNI Kniphofia uvaria 1 Gal 30” o.c.
Red Hot Poker / Torch Lily

Downtown
Streetscape
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